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1
METHOD AND DEVICE FOR FAULT
LOCATION OF SERIES-COMPENSATED
TRANSMISSION LINE

CROSS-REFERENCE TO RELATED
APPLICATIONS

The present application is a continuation of pending Inter-
national patent application PCT/EP2008/059424 filed on Jul.
18, 2008 which designates the United States, the content of
which is incorporated herein by reference.

FIELD OF THE INVENTION

The present invention relates generally to the field of elec-
trical power distribution systems, and in particular to methods
for protection and to protection equipment within such sys-
tems.

BACKGROUND OF THE INVENTION

An electrical transmission system comprises protection
means arranged to protect, monitor and control the function-
ing of devices forming part of the transmission system. The
protection systems detect, among other things, short-circuits,
over-currents and over-voltages in the transmission lines,
transformers and other parts of the power transmission sys-
tem.

Protection equipment is used throughout the electrical
power transmission system for providing such protection and
control. The protection equipment detects and isolates faults
on, for example, transmission and distribution lines by open-
ing circuit breakers, and thereafter restoring power flow after
the fault has been eliminated. Alternatively, the protection
equipment may be arranged to select an alternative route for
the power flow upon detection of a fault.

Current differential protection is a reliable method for
detecting faults and thereby protecting the power network. It
is based on the idea of comparing currents on both sides of a
protected zone, e.g. a transmission line, or a protected unit,
e.g. a transformer. Under normal operating conditions, the
sum of all currents entering and leaving a protected transmis-
sion line is equal to zero.

Uncompensated transmission lines typically range from a
few kilometers up to a few hundred kilometers. In order to
transmit power along even longer transmission lines, e.g. up
to thousands of kilometers, some kind of compensation is
needed for compensating for losses and improving the power
transfer. Series compensated transmission lines are compen-
sated by means of capacitors, in the following denoted
capacitor bank, arranged at a single location along the trans-
mission line.

FIG. 1 illustrates a transmission line system 1 comprising
a transmission line 3 between a station A and a station B. The
transmission line 3 is series-compensated by means of a
capacitor bank 2. Each side of the transmission line is pro-
tected by a current differential protective relay, DIFF REL ,
and DIFF REL, respectively, in the following denoted sim-
ply differential relay. Each side of the transmission line 3 is
typically also protected by additional protection devices, not
discussed herein.

A fault may occur anywhere on the transmission line
between the station A and the station B. In particular, for a
series-compensated transmission line, the fault may occur
between the station A and the capacitor bank 2, or between the
capacitor bank 2 and the station B. A device for locating
faults, denoted fault locator 6 (FL ), is arranged in the differ-
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2

ential relay DIFF REL , for quickly determining the distance
to the fault that has occurred. There are different methods for
determining the distance to the fault, and International Patent
Application WO 2007/079990, assigned to the same appli-
cant as the present application, discloses one such method for
the case of uncompensated transmission lines.

However, to locate faults on series-compensated transmis-
sion lines offers several challenges. The capacitance added by
the capacitor bank changes the appearance of the location of
the fault when using methods successfully applied to uncom-
pensated transmission lines. For example, if the apparent
impedance is used as a measure of the distance to a fault, the
result is misleading due to the fact that the capacitor bank
causes a discontinuity in the transmission line impedance. In
particular, the capacitor bank creates a non-linear and current
dependent circuit appearing between the substation and the
fault location.

It is realized that accurate location of faults on series-
compensated transmission lines is very important as such
lines usually spread over very large distances, and constitute
vital links between the energy production and consumption
centres. Different fault location algorithms for series com-
pensated lines have been developed so far, applying one-end
or two-end measurements.

Two prior art documents addressing the challenges of
locating faults on series-compensated transmission lines
include M M Saha, J Izykowski, E Rosolowski, B Kasztenny;
“A new accurate fault locating algorithm for series compen-
sated lines”, IEEE Transactions on Power Delivery, Vol. 14,
No. 3, July 1999, pp 789-797; and M M Saha, J Izykowski, E
Rosolowski, B Kasztenny; “Location of fault on series-com-
pensated power transmission lines”, U.S. Pat. No. 6,529,010,
Mar. 4, 2003. However, the methods described in these docu-
ments are based on one-end measurements of current and
voltages.

SUMMARY OF THE INVENTION

It is an object of the invention to provide an accurate fault
location algorithm for series-compensated lines. In particu-
lar, it is an object of the invention to provide means for
obtaining accurate fault location even in cases wherein only
incomplete two-end measurements are available.

This object, among others, is achieved by means of a
method, a fault locator device and computer programs as
claimed in the appended independent claims.

In accordance with the invention a method is provided for
locating a fault in a series-compensated two-terminal power
transmission line comprising a compensating bank for pro-
viding series-compensation to the transmission line. Differ-
ent subroutines are utilized for locating faults on line seg-
ments from the first terminal to the compensating bank and
line segments from the second terminal to the compensating
bank. A selection is then made in order to determine a valid
result. The subroutines utilize three phase currents synchro-
nized measurements from both line terminals and a three
phase voltage measurements from one terminal for determin-
ing the respective per unit distance to a fault. By means ofthe
invention, accurate fault location is provided based on two-
end current and one-end voltage signals. Using such set of the
fault locator input signals is of great practical importance as
this corresponds to the use of two-end measurements of cur-
rents accomplished by current differential protective relays
with additional incorporation of a locally measured three-
phase voltage. Further, as the method is not dependent on
obtaining voltage measurements from both transmission line
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ends, an accurate fault location can be provided even if the
fault causes data communication between the transmission
line ends to be interrupted.

The invention also relates to a transmission line system, a
device for fault protection and computer programs, whereby
similar advantages are achieved.

Further features of the invention and advantages thereof
will become clear by reading the following description.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a schematic diagram of fault location on a series-
compensated line associated with current differential protec-
tive relays.

FIGS. 2-3 illustrate circuit diagrams of the faulted series-
compensated transmission line.

FIGS. 4a-4d illustrate fundamental frequency equivalent-
ing of SC&MOV circuit: FIG. 4aq illustrates the principle of
equivalenting, FIG. 45 illustrates voltage-current character-
istic of MOV, FIG. 4c¢ illustrates equivalent resistance, FIG.
4d illustrates equivalent reactance.

FIG. 5 illustrates equivalent circuit diagram of faulted line
section Y-B for: a) positive-sequence, b) negative-sequence.

FIGS. 6a and 65 illustrate circuit diagrams of the transmis-
sion network for the negative-sequence, considered in the
second stage of the selection procedure; FIG. 6a subroutine
SUB_A, FIG. 65 subroutine SUB_B.

FIG. 7 illustrates an embodiment of the invention, incor-
porating fault locators at two transmission line ends.

DETAILED DESCRIPTION OF EMBODIMENTS
OF THE INVENTION

The same reference numerals are used throughout the fig-
ures and description for denoting same or corresponding
parts.

The developed fault location algorithm in accordance with
the present invention is suitable for application to a transmis-
sion line, or distribution line, compensated with a capacitor
bank, for example a three-phase bank of fixed series capaci-
tors equipped with MOV's (metal oxide varistors), in the fol-
lowing abbreviated SC&MOV, for overvoltage protection.

FIG. 1 illustrates the transmission line system 1 wherein
the two-terminal transmission line 3 is series-compensated by
means of a compensating bank, in the following denoted
capacitor bank 2. A fault locator 6 is installed at the transmis-
sion line end A (or terminal A). The fault locator 6 is provided
with current and voltage measurement values from the trans-
mission line 3. Current measurements are provided from both
line ends A, B and voltage measurements are provided from
one end (the local end, i.e. the end wherein the fault locator 6
is arranged). The measurement values may for example be
provided from current transformers 4, 4' and a voltage trans-
former 5, measuring three-phase current and voltage at this
end. Although this conventional means for obtaining mea-
surement values are shown in the figures, other means for
obtaining such measurement values can be utilized.

In conventional manner, a three-phase current measure-
ment from the other end of the transmission line 3 (as seen
from the location of the fault locator 6), end B, is communi-
cated to the fault locator 6 via a suitable communication
channel. The fault locator 6 can alternatively be installed at
the line end B, or there may be fault locators installed on both
transmission line 3 ends A, B.

As the two-end measurements of current are taken from
current differential relays, these measurements are consid-
ered as having a common time basis, i.e. they are synchro-
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4

nised and there is no need for analytical synchronization of
them. However, it is noted that if synchronization should be
needed, any known method for obtaining synchronized cur-
rent measurements may be utilized.

As mentioned earlier, a fault is of a random nature and may
appear at any transmission line 3 section, i.e. between the
station A and the capacitor bank 2 or between the capacitor
bank 2 and the station B. A fault occurring between station A
and the capacitor bank 2 is in the present application denoted
FA and a fault occurring between the capacitor bank 2 and
station B is denoted FB.

In accordance with the invention, two subroutines,
SUB_A, SUB_B, are utilised for locating these hypothetical
faults FA and FB, respectively. The final result, i.e. the deter-
mination of the fault location, will thereafter be selected with
the use of a selection procedure.

The capacitor bank 2, preferably the mentioned three-
phase SC&MOV bank, divides the transmission line 3 of
length 1 [km] into two line segments having the length: dg-
[p-u. (per unit measurement)] and (1-dg-) [p.u.], see FIG. 2.
The subroutines SUB_A, SUB_B determine the per unit dis-
tance to a fault, d,, dz, each related to the length of the
particular line segment: (dg1) or ((1-dg.)1), where 1 is the
whole transmission line 3 length [km]. Finally, one recalcu-
lates these relative distances: dg,, d5 into the distances: d ,
dz—expressed also in [p.u.], but related to the common base,
i.e. to the whole transmission line length 1 [km]:
ey

d4=drsdsc

dp=drp(1-dsc) ()]

FIG. 2 and FIG. 3 present circuit diagrams of the faulted
series-compensated transmission line 3, which are consid-
ered for deriving the fault location subroutines SUB_A,
SUB_B in accordance with the invention.

In the following description, symmetrical components are
mentioned and used, and for the sake of completeness such
components are shown below, although reference is made, for
example to “Symmetrical Components, Applied to Electric
Power Networks”, by G O Calabrese and published by The
Roland Press Company, New York, 1959 for further details.

Thus, three-phase (a, b, ¢) quantities to symmetrical com-
ponents are obtained as:

——Aa

2
a a || Vg,

wherein a=exp(j2m/3)

Further, distributed parameter line model is also men-
tioned, and reference is made, for example to “Power Systems
Harmonics, Fundamentals, Analysis and Filter Design” by
George J Walkileh, published by Springer, 2001, for details
thereof.

In the following, the respective subroutines will first be
described separately, thereafter a selection procedure for
selecting results from SUB_A or SUB_B for determining the
distance to a fault is described, followed by a description of a
particular embodiment of the invention comprising fault loca-
tors at both transmission lines, and finally a brief summary of
the inventive method is described.
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1. Fault Location Subroutine SUB_A

Subroutine SUB_A is used for calculating distances to
faults FA occurring between transmission line end A and the
capacitor bank 2, wherein the fault locator is arranged at
transmission line end A.

With reference first to FIG. 2, the subroutine SUB_A,
designed for locating faults FA within the line section A-X, is
based on the following generalized fault loop model:
®

ZAp‘dFAZMA!Ap‘RFA!FA:O

where:

dg, is the unknown distance to fault [p.u.] occurring on
section A-X;

Ry, is the unknown fault resistance;

V_ips Ly, 1s the fault loop voltage and current;

1, is the total fault current (fault path current);

Z,, ,1s the positive sequence impedance of the line section
A-X(note: Z,; /~dg-Z,;, where: Z,, is the positive-sequence
impedance of the whole transmission line, and dg. is the
relative distance as indicated in FIG. 2).

Fault loop voltage and current are composed according to
fault type, as the following weighted sums of the respective
symmetrical components of the measured signals:

*

V=a\Va+asV p+acl s

®

where:

a,, a,, a, are weighting coefficients dependent on type of
fault (see Table 1 below for different faults);

V.1, V5, Vo are symmetrical components of side A volt-
ages;

1,1, L5, 1, are symmetrical components of side A cur-
rents;

Z,; , are zero sequence impedance of the transmission line
section A-X.

Fault loop signals of equations (4) and (5) are expressed in
terms of the respective symmetrical components. Use of such
notation is convenient for introducing the compensation for
line shunt capacitances. Natural sequence of phases: a, b, ¢
was assumed for determining the weighting coefficients
(Table 1), as well as in all further calculations of symmetrical
components.

TABLE 1

Weighting coefficients for composing fault loop
signals eq. (4)-(5).

FAULT a; a, a,
a-g 1 1 1
b-g -0.5-j0.5V3 0.5 +j0.5V3 1
c-g 0.5 +j0.5V3 -0.5-j0.5V3 1
a-b, a-b-g, 1.5+j0.5V3 1.5-j0.5V3 0
a-b-c, a-b-c-g

b-c, b-c-g -3 V3 0
c-a, c-a-g -1.5+j0.5V3 -1.5-j0.5V3 0

In accordance with the invention, the total fault current is
calculated from equation (3) preferably using the following
generalized fault model:

Q)
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6

where:

Az, 8, 8z are share coefficients, which are used for
determining the total fault current (see Table 2 below).

The ith sequence component of the total fault current is
determined as a sum of the ith sequence components of cur-
rents from both ends of the faulted section A-X:

M

Ing=Litly

where:

1,,1stheith sequence component of current measured atthe
station A;

14, is the ith sequence component of current flowing from
the compensating capacitor bank towards the fault FA;

subscript ‘i’ denotes the component type: i=1 is the positive
sequence, i=2 is the negative sequence, i=0 is the zero
sequence.

Neglecting (for the moment) the line shunt capacitances
one obtains:

Iy =LyxIp;

®)
From analysis of boundary conditions of faults, it is real-
ized that it is possible to apply different, alternative sets of
coefficients, than those that are used in (6). However, in order
to assure high accuracy of fault location, use of the particular
set of (6) is preferred. The following priority for usage of
particular sequence components (the respective coefficient in
(6) is not equal to zero) of measured currents is proposed (see
Table 2):
for phase-to-ground and phase-to-phase faults: use of
negative sequence components;
for phase-to-phase-to-ground faults: use of negative and
Zero sequence components;
for three phase symmetrical faults: use of superimposed
positive sequence components.

TABLE 2

Share coefficients used in fault model (6).

FAULT apy g aro
a-g 0 3 0
b-g 0 15+j1.5V3 0
c-g 0 -1.5-j1.5V3 0
a-b 0 1.5-j0.5V3 0
b-c 0 V3 0
c-a 0 -1.5-j0.5V3 0
a-b-g 0 3-V3 3
b-c-g 0 j2v3 V3
c-a-g 0 -3-j¥3 V3
a-b-c 1.5+j0.5V3 1.5 -j0.5V3® 0
a-b-c-g

;)aﬁ?=0, however, negative sequence component is not present under three-phase balanced
aults

Excluding the positive-sequence components (az,=0)
from the total fault current (6) for all faults, except three-
phase balanced faults, is characteristic for the share coeffi-
cients from Table 2. In case of three-phase balanced faults,
only positive sequence components are contained in the sig-
nals. The positive-sequence of the total fault current can be
calculated as the sum of post-fault positive sequence compo-
nents from all transmission line terminals. However, in a
preferred embodiment it is calculated as the following sum of
the superimposed (superscript: ‘superimp.’) positive
sequence currents from the transmission line ends A, B,
respectively:

sup erimp. | 1 sup erimp.
iB1

©

where the superimposed positive sequence currents at the
right-hand side of (9) are calculated by subtracting the pre-

In=Lyy
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fault positive-sequence current (the superscript: ‘pre’) from
the fault positive-sequence current (there is no superscript) as
follows:

L% erimp. =L-L (93)
Iy ermp-=[ L e (9b)

Finally, negative-, zero- and superimposed positive-se-
quence components of the measured currents are used in
calculation of the total fault current (6). This assures accurate
calculation of the fault current flowing through the fault path
resistance. This is the case, since the positive sequence com-
ponents, for which the shunt capacitance effect is the most
distinct, are excluded. Avoiding use of positive sequence cur-
rents (a.,=0) in calculating the total fault current was proven
to be an important approach, as established by the inventor
when developing the present invention.

After resolving (3) into the real and imaginary parts, and
eliminating the unknown fault resistance R -, the sought fault
distance d, is determined as:

real(XAp) imag({p, ) — imag(XAp) -real(l,) (10)

dra = - -
real(ZlLAl Ap) simag(lp, ) - 1mag(ZlLA I Ap) -real(lp,)

Having calculated the fault distance by use of equation
(10), the fault resistance R, can now also be determined, as
for example from the real part of (3) as:

real(XAp) —dFAreal(ZlLAlAp) (11

FA =

real(I,)

2. Fault Location Subroutine SUB_B

Subroutine SUB_B is used for calculating distances to
faults FB occurring between the capacitor bank 2 and the
transmission line end B (line end B need not have any fault
locator).

With reference now to FIG. 3, transferring of voltage from
the station A towards the compensating capacitor bank 2, up
to the point X gives:

V=V cos h(y,dscD)-Z.1Lgy sin by dscd) (12a)

Vio=V45cos h(y,dscD)-Z. Lo sin h(y,dscd) (12b)

Vo=V 40 €08 h(Yodscl)~ZooLso sin h(Yodscl)

where:

Z.,=VZ, 7Y, is the surge impedance of the line for the
positive- and negative-sequence;

L:\/ Z,;"Y ;' is the propagation constant of the line for the
positive- and negative-sequence;

ZCO:\/ Zo:'TY o' 1s the surge impedance of the line for the
zero-sequence;

Yo=VZor Yo, is the propagation constant of the line for the
zero-sequence;

Z,;' is the impedance of the line for the positive- and
negative-sequence (©2/km);

Y,;' is the admittance of the line for the positive- and
negative-sequence (S/km);

Z,;' is the impedance of the line for the zero-sequence
(@/km);

Y, is the admittance of the line for the zero-sequence
(S/km).

(12¢)
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8

Transfer of the ith symmetrical sequence current from the
beginning of the line section (station A) to the end of the
un-faulted section A-X gives:

—sinh(y, dscl)-V (13a)
I, = % +cosly,dscl) Ly,
“cl
—sinhy, dscl)- ¥ (13b)
I, = % +eosly,dscl) 1,
“cl
—sinh{y, dscl)- ¥ (13c)

Iy = 7, + COS(ZOdSCZ) Ao
Z,

If there is no internal fault in the compensating capacitor
bank, then at both sides of the bank we have identical cur-
rents:

Iyi=Ix (14a)

In=le (14b)

Iyo=Ixo (14c)

Note that in case of voltage, at both sides of the compen-
sating capacitor bank 2 there is a different voltage due to
presence of voltage drop across the capacitor bank 2. Having
the symmetrical components of current at the compensating
capacitor bank 2 (at the point X) one can determine phase
currents at this point (in the phases: a, b, ¢):

(15a)
(15b)

Iy ~Ixotalo+@Lo (15¢)

where:

a=exp(j2m/3) is a complex operator shifting by the angle:
27/3.

FIG. 4a presents the way of the equivalenting of SC&MOV
for the fundamental frequency. Typical voltage-current char-
acteristic of an MOV is shown in FI1G. 4b. A capacitor bank of
parallel branches of a SC and its MOV is represented for the
fundamental frequency phasors by equivalent resistance R -
and reactance X, connected in series (FIG. 4a). ATP/EMTP
(Alternative Transients Program—FElectromagnetic Tran-
sients Program) is suitable for use here, ATP being the PC
version of the Electromagnetic Transients Program, and the
EMTP being a simulation program commonly used within
the electric power industry. For further details on ATP-EMTP
reference is made to, for example, H. Dommel, “Flectro-
Magnetic Transients Program”, BPA, Portland, Oreg., 1986.
A software program containing the ELECTRICAL NET-
WORK and the MODELS units of the ATP-EMTP software
package can be applied for determining the equivalents. The
equivalent resistance and reactance are obtained as dependent
on amplitude of the current entering the original circuit. This
has been achieved by scanning over the wide range for ampli-
tude of the fault current entering the SC&MOV. Equivalent
resistance and reactance, determined for different compensa-
tion rates (60, 70, 80%) of an analysed 400 kV, 300 km
transmission network with a single-circuit transmission line
are presented in FIG. 4¢ and FIG. 44d.
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The voltage drops:

SUB_B
Y

=Zy_(Ix NIy 4 (16a)

ZV,bSUBJ:ZV,b(‘!X,b‘)'!X,b (16b)

(16¢)

Yy PPy (L DI,
where:

Iy . Iy 4.1 _arephasors of the currents flowing through
the capacitor bank of the SC&MOV in particular phases (a, b,
¢) and the amplitude of the phasor is denoted by *||”.

Now having the phase voltage drops (16a)-(16¢) one deter-
mines the sequence components of this voltage drop:

ZVI SUB‘B:%(ZViaSUB‘B+ﬂ/V7bSUB‘B+ﬂ2

ZVicSUB‘B) (17a)

SUB_B_; SUB_B_ 2 SUB_B
Vi 5 U/;%V,a +aVy +a
Vi ¢ )

(17b)

ZVOS UB_B__ 14 (ZViaS UB_B + ZVibS UB_B + ZV?CS UBJ)

Taking (12a)-(12¢) and (17a)-(17c) one gets:

(17¢)

SUB_B
_ZVI

Vni=Vxu (18a)

YoV VP (18b)

Vro=FaoVrs* P (18¢)

In the considered case, the generalised model () describes

the fault loop seen from the point Y towards the fault point FB
(FIG. 3):

ZFBp_RFB!FBZO

where:

Vs, 1s the fault loop voltage composed accordingly to the
fault type, obtained after the analytic transfer from the pointY
to the fault point FB,

Ry is the unknown fault path resistance,

L5 is the total fault current (fault path current).

The transfer of the fault loop voltage from the point Y to the
fault point FB is equivalent to subtracting the voltage drop
across the faulted transmission line section (part of the loop
between the point Y and the fault point FB) from the original
fault loop voltage at the point Y. The transferred fault loop
voltage can be composed as the following weighted sum of
the respective symmetrical components:

19

Vegp=a, Vg1tV rpotaoY rao (20)

where:

a,, a,, a, are weighting coefficients dependent on fault
type, as gathered in Table 1.

Applying the distributed parameter line model, the sym-
metrical components of voltages from (20) are determined as
follows:

Vep1=Vy cos h(y,(1-ds)l(1-dpp))—Z. Iy sin h
(1 (1-dsc)i(1-drp)) (21a)
Vepo=Vy» cos h(y,(1-ds)l(1-dpp))-Z. Iy sin h
11 (A-ds)l(1-dpp) (21b)
Vepo=Vyo cos h(Yo(1-ds)l(1-drp))~Zeolyo sin h

Qo(1-dsc)l(1-drp) (21c)

where:

Vi1, Vin, V3 are symmetrical components of voltage at
the point Y, determined in (18a)-(18c);

I3, I1s, Iy are symmetrical components of current at the
point Y, determined in (14a)-(14c);
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dzz is the unknown distance from station B to fault FB
(p-w.);

1 is the length of the transmission line (km),

dg is the relative distance as illustrated in FIG. 2
Y15 Yo» Ze1s Lo as in (12a)-(12¢).
Subroutine SUB_B—Total Fault Current I,

Again, the total fault current I 5 is expressed as the follow-
ing combination of its symmetrical components:

Irp=ardrp1+8mlrpo+arolrpo (22)

where:

Az, 85, 50 are share coefficients, dependent on fault type
and the assumed preference with respect to using particular
sequences. The preferred setis provided in Table 3 and differs
from the set presented in Table 2 (for the subroutine SUB_A).

TABLE 3

Share coefficients for composing total fault current
(22) used in subroutine SUB__B.

FAULT apy am Az
a-g 0 3 0
b-g 0 3a 0
c-g 0 342 0
a-b 0 1-a 0
b-c 0 a-a’ 0
c-a 0 a’-1 0
a-b-g 1-a2 1-a 0
b-c-g a’-a a-a’ 0
c-a-g a-1 a1 0
a-b-c, a-b-c-g 1-a2 1-a2% 0

®there is no negative sequence component under these faults and the coefficient can be
assumed to be equal to zero

Itis possible to apply different, but alternative sets of share
coefficients, however, the coefficients for which the zero-
sequence is eliminated (a,=0)—as in Table 3—is a preferred
choice for the considered fault location algorithm. In this way,
use of the line parameters for the zero-sequence—which are
considered as unreliable data—is avoided when determining
the total fault current. This is advantageous for assuring the
highest possible accuracy of fault location. One can also
notice that, when using the share coefficients proposed in
Table 3, the preference of using the negative-sequence over
the positive-sequence is set for single-phase and phase-to-
phase faults.

Accurate determination of the symmetrical components of
the total fault current can be performed with strict consider-
ation of the distributed parameter model of the faulted trans-
mission line. Such models for the positive-sequence and
negative-sequence are presented in FIG. 5. Taking these mod-
els into consideration, one can derive the following formula
for the i-th symmetrical component of the total fault current:

M.

i

(23)
Lpgi =

where:

V. (23a)
M =1+ ly‘-cosh(zl (1 —dsc)l) - Z_ysmh(zl (1 - dso)l)
=cl

where: i=1: positive-sequence or i=2: negative-sequence.

The obtained formula (23) for the i-th symmetrical com-
ponent of the total fault current is compact and the unknown
distance to fault d.; is involved in the denominator of (23)
only, i.e. dzz is not involved in the nominator M.
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Substituting the positive- and negative-sequence compo-
nents of the total fault current into (22), and also taking into
account that the zero-sequence is eliminated (Table 3), one
obtains the total fault current in the form:

ap M, +ap,M,
cosh(zl(l —dsc)ldrs)

@4

lFB -

where:

M,, M, are quantities defined in (23a),

az, 4z are share coefficients gathered in Table 3.
Subroutine SUB_B: Fault Location Formula

Substitution of the total fault current (24) into the genera-
lised fault loop model (19) gives:

ap M, +ag, M, 25)

Vg, —Rpg= —HL 122 __g
» cosh@1 (1 - dsc)ldps)
and finally:
Vepproos Ay, (1-ds)idrp)-Rpp(@r M, +amMo)=0 (26)
where:

Vis, is defined in (20) and (21a)-(21c), with use of the
weighting coefficients specified for different fault types in
Table 1,

M,, M, are quantities defined in (23a),

2z, 4z, are share coefficients dependent on the fault type,
as gathered in Table 3.

The derived fault location formula (26) is compact and
covers different fault types, that requires setting the appropri-
ate fault type coefficients, as provided in Table 1 and in Table
3.

There are two unknowns in the fault location formula (26):
distance to fault d and fault resistance R -5. After resolving
(26) into the real and imaginary parts, one of a number of
known numeric procedures for solving nonlinear equations
can be applied. The inventor of the present application has
found that the Newton-Raphson iterative method is a good
choice for that.

Applying the Newton-Raphson method, the start of itera-
tive calculations can be performed with the initial values for
the unknowns: d,;°, R,;°, denoted with the superscript 0
(iteration number: 0, as the starting point for the 1st iteration
of the calculations). These values can be calculated from the
fault location formula (26) adapted to the lumped line model
(??) with neglecting shunt capacitances. This can be accom-
plished by introducing into (26) the substitutions: cos h(x)
—1, sin h(x)—X, where x is an argument of the considered
hyperbolic trigonometric function. As a result, one obtains
the following simplified fault location formula:

V1 -drs0)(1 ‘dsc))ZlL!Yp‘RFBOMuO:O @7

with the fault loop voltage and current from the point Y,
defined for the lumped line model with neglected shunt
capacitances:
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Vy,=a\Vni+a:Vio+aoVyo (28)
Lor 29)
Iy, = a1y +ayly; + a4 Z_lyo
and
M =ap Iy +e)+amUrHp) (30)

Resolving (27) into the real and imaginary parts, the fol-
lowing compact formula for the distance to fault, after elimi-
nating the unknown fault resistance, is obtained:

real(V, ) -imag(M{,) - imag( V) -real(MY,) (31

real((l - dsc)Z;, Iy, )-imag( M9,) -

d23=1—

imag((1 — dsc)Z,, 1y, )-real(M{,)

Having calculated the distance to the fault (31), one can
calculate the other unknown, i.e. the fault resistance. As for
example, from the real part of (27) one gets:

o reallVy)—(1- dipyreal((1 — dsc)Zy; Ly, ) (32)

B real(M' (1)2 )

In practice, for the transmission line section lengths up to
150 km, the simple formulae (31)-(32) can be utilised. How-
ever, in order to assure high accuracy of fault location on
longer lines, the Newton-Raphson solution of (26), resolved
earlier into the real and imaginary parts, has to be applied. The
results obtained from (31)-(32) are used for starting these
iterative calculations.

3. Selection Procedure

The applied subroutines SUB_A, SUB_B yield the results
for 1) adistance to fault and 2) fault resistance: (d,, Rz ) and
(dzz, Rzp), respectively. Only the results from one subroutine
are consistent with the actual fault, so the results from the
subroutines are analyzed in order to determine which results
should be used for locating the fault. The subroutine consis-
tent with the actual fault is denoted a valid subroutine.

First, the subroutine yielding the distance to fault outside
the transmission line section range and/or a fault resistance of
negative value is rejected. In vast majority of the fault cases
this allows to select the valid subroutine.

In case the selection based on the distance to fault and fault
resistance appears insufficient, then one has to proceed with
further selection. For this purpose, the circuit diagrams ofthe
transmission network for the negative-sequence, relevant for
both subroutines (FIG. 6a for SUB_A; and FIG. 65 for
SUB_B) have to be considered.

The circuit diagrams of FIGS. 6a and 65 are for the nega-
tive-sequence and thus suit different faults with an exception
for three-phase balanced faults. In case of three-phase bal-
anced faults there are no negative sequence components and
for such faults the superimposed positive-sequence compo-
nents have to be considered. In both cases:

a) negative-sequence components: for different faults
except three-phase balanced faults

b) superimposed positive-sequence components: for three-
phase balanced faults

impedances of the transmission network are identical and
are denoted in FIGS. 64 and 65 by using the subscript: 1.
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3.1 Subroutine SUB_A:
Inrelation to FIG. 6a one can derive the negative-sequence
voltage at the fault point FA seen from both transmission line
sides (superscript A and B, respectively) as:

Ve =VomdriZizad o (33)

ZFA2B:_/ZILB+(1_dFA)ZILA]!B2_ZISB!B2_ZVQSUBJ (34)
where:

V.Y~ is the negative-sequence of voltage drop across

the SCs&MOV's determined from phasors of these voltage
drops in particular phases a, b, ¢ V, S5 ),

Vo 5211 o)), Yy S (1L )
Comparing (33) and (34) one gets the source impedance:
SUBA -y =V +drmZ =2+ —dpa)Z,; )l 39
158 -
182

3.2 Subroutine SUB_B:

Inrelation to FIG. 65 one can derive the negative-sequence
voltage at the fault point FB seen from both transmission line
sides (superscript A and B, respectively) as:

ZFB2A :_A2_[ZILA+(1_dFB)ZlLB]!A2_ZVQSUBJ (3 6)
where:
V,,"YP=5 is the negative-sequence of voltage drop across

the SCs&MOVs determined from phasors of these voltage
drops in particular phases a, b, ¢ V, S5, ),
Vi 0L D, Yy SPEAL LD

ZFBzA:_(dFBZILB+ZISB)!Bz 37
Comparing (36) and (37) one gets:
-Vt - Voo —drsZyyplpy + (24 + (1 —dep)Zy gl (38)

ZSUB B _
1S58 =
Igy

3.3 Selection of Valid Subroutine

Subroutine SUB_A is selected as the valid subroutine if the
determined source impedance:

2, Y%= (35) has an R-X character and is close to the
actual source impedance: Z, oz.

Subroutine SUB_B is considered as the valid subroutine if
the determined source impedance:

2, Y% (38) has an R-X character and is close to the
actual source impedance: Z, oz.

4. Incorporation of Fault Locators into Current Differential
Relays at Both Line Ends

In the earlier part of this patent application it has been
considered that the fault locator is incorporated into the cur-
rent differential protective relay at one side of the line (for
example at the station A—as shown in FIG. 1). However, it is
also possible to incorporate the fault locators into the protec-
tive relays at both transmission line ends, as is shown in FIG.
7.

In case of using fault locators 6, 6, (see FIG. 7) at both
transmission line ends the following subroutines are included
in the following fault locators with the respective character-
istic of the subroutine in relation to use or avoidance of use of
the representation of SCs&MOVss for distance to fault calcu-
lation:

location of faults FA on the line section A-X:

subroutine SUB_A of the fault locator 6, (the representa-

tion of SCs&MOVs is not used)
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subroutine SUB_AA of the fault locator 6, (the represen-

tation of SCs&MOVs is used)

location of faults FB on the line section B-Y:

subroutine SUB_B of the fault locator 6, (the representa-

tion of SCs&MOVs is used)

subroutine SUB_BB of the fault locator 6, (the represen-

tation of SCs&MOVs is not used).

One gets the fault location results from the fault locators at
both transmission line ends and by studying them one is able
to identify at which section (the section A-X close to the
station A or the section B-Y close to the station B) there is a
fault. Having identified the faulted transmission line section
(A-X or B-Y) one can take the fault location result from the
fault locator for which the faulted transmission line section is
closer. Namely, if one identifies a fault on the section A-X
then one takes the fault location result from the subroutine
SUB_A of the fault locator 6, (the representation of
SCs&MOVs is not used). Otherwise if a fault is identified as
being on the section B-Y then one takes the fault location
result from the subroutine SUB_B of the fault locator 6, (the
representation of SCs&MOVs is not used). In this way the
representation of SCs&MOVs (based on the fundamental
frequency equivalenting) will not influence the fault location
results coming from the valid subroutine, i.e. consistent with
the actual fault.

5. Summary of Presented Algorithm and Conclusions

Use of two-end current and one-end voltage signals is
considered as the input signals for fault location on a series-
compensated line has been considered. Such set of the fault
locator input signals is of practical importance since this
corresponds to use of two-end measurements of currents
accomplished by current differential protective relays with
additional incorporation of the locally (i.e. at the bus where
the fault location function is incorporated into the relay)
measured three-phase voltage. In this way the two-end fault
location can be accomplished with use of the communication
channel of current differential protective relays. Such two-
end measurements are considered as synchronised, as is the
case for the current differential relays.

The presented fault location algorithm is composed of two
location subroutines: SUB_A, SUB_B and the selection pro-
cedure which is applied for selecting the valid subroutine, i.e.
the subroutine consistent with the actual fault. Both subrou-
tines are formulated for the natural fault loops, composed
according to the fault type.

The subroutine SUB_A, which is designated for locating
faults on the line section adjacent to the station A where the
fault locator is installed, is formulated using the generalised
fault loop model. The single first order formula for the dis-
tance to fault and fault resistance, in which the complex
number coefficients dependent on fault type has been
obtained. The lumped line model without accounting for
shunt capacitances has been used for formulation of the sub-
routine. However, further improvement of fault location
accuracy can be accomplished by considering the distributed
parameter line model, analogously as in typical one-end fault
locators for traditional uncompensated lines.

Derivation of the remaining subroutine (SUB_B) starts
with analytical transfer of the voltage and current signals
from the station A (where the fault locator is installed)
towards the compensating capacitor bank. Three-phase sig-
nals are decoupled into particular sequence components and
the transfer is performed for these quantities with applying
the distributed parameter line model. In the next step, the
transfer of voltage drop across the compensating bank is done
by subtracting the voltage drops across the SCs&MOV's com-
pensating unit, utilising the fundamental frequency equival-
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enting. After performing the aforementioned two steps, one
gets two-end currents and one-end voltage signals as the input
signals of the subroutine SUB_B, designated for locating
faults within the remote line section, i.e. on the line section
beyond the compensating capacitor bank, as seen from the
fault locator installation point (station A).

Efficient procedure for selecting the valid subroutine has
been developed. This is required since the results from only
one subroutine are consistent with the actual fault. First, the
subroutine yielding the distance to fault outside the section
range and/or the fault resistance of negative value is rejected.
Invast majority of the fault cases this allows to select the valid
subroutine. Further selection has to be performed only in rare
cases for which the selection based on the distance to faultand
fault resistance appears insufficient. For this purpose, the
circuit diagrams of the transmission network for the negative-
sequence (in case of three-phase balanced faults for the super-
imposed positive sequence), relevant for both subroutines
have been considered. The remote source impedance Z1SB is
estimated and if this estimated impedance for a particular
subroutine has an R-X character and is close to the actual
source impedance, then this subroutine is selected as the valid
subroutine.

It has been considered that the fault locator function is
incorporated into the current differential protective relay at
one end of the line (e.g. at the end A). However, it is also
possible to incorporate the fault locators into the protective
relays at both line sides. Then, one can get the fault location
results at both ends and by comparing them one identifies at
which section (close to the station A or close to the station B)
there is a fault. Having identified the faulted transmission line
section one can take the fault location result from the fault
locator for which the faulted transmission line section is
closer. In this way the representation of SCs&MOV's (based
on the fundamental frequency equivalenting) will not influ-
ence the fault location results coming from the valid subrou-
tine.

The presented method for fault location on a series-com-
pensated line associated with current differential relays has
been tested and evaluated with use of the fault data obtained
from an ATP-EMTP simulation of various faults on the trans-
mission line. This has shown validity of the presented method
and improved accuracy of fault location, in comparison to the
one-end approach as described in the references mentioned in
the background section of the present application.

The invented method for locating faults on transmission
lines can be incorporated as an added feature of a current
differential relay. Current differential relays utilizes phase
currents measured synchronously at both line ends for the
protection purposes. The signals necessary for the method
can thereby be obtained. The method provides an accurate
distance to the fault, which can thus rapidly be attended to. A
fault locator comprising software, or computer programs, for
performing the method can be incorporated into such current
differential relay or other fault protection device. In particu-
lar, such computer programs are based on the above-de-
scribed method and thus the above-described equations. The
invention thus also provides a device, e.g. a current differen-
tial relay, for locating a fault in a series-compensated two-
terminal power transmission line, the device comprising a
processing unit arranged to carry out the method.

The invention claimed is:

1. A method for locating a fault in a series-compensated
two-terminal power transmission line having a length 1 and
comprising a first terminal A and a second terminal B, and
further comprising a fault locator and a compensating bank
for providing series-compensation to said transmission line,
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said compensating bank being located at a per unit distance
dg from said terminal A and at a per unit distance 1-dg.from
said terminal B, wherein dg and 1-d - are per unit distances
of the length 1, the method comprising the steps of:
determining, at the fault locator arranged in a differential
relay that is incorporated into said transmission line, by
means of a first subroutine (SUB_A), a per unit distance
dg, to a fault (FA) occurring on a transmission line
segment (L.S1) between said terminal A and said com-
pensating bank, said line segment (I.S1) having said per
unit distance d, wherein said per unit distance d, is
related to d, 1, further relating said per unit distance d,
to said transmission line length 1 by

w

10

15

(eq. 1),

determining, at the fault locator by means of a second
subroutine (SUB_B), a per unit distance d5 to a fault
(FB) occurring on a transmission line segment (LS2)
between said terminal B and said compensating bank,
said line segment (L.S2) having said per unit distance
1-dg,, wherein said per unit distance d, is related to
((1-d,)D), further relating said per unit distance dzz to
said transmission line length 1 by

d4=drsdsc

20

25

dp=drp(1-dsc) (eq. 2),

locating said fault by selecting, among the result d,
obtained from said first subroutine (SUB_A) and the
result dp; obtained from said second subroutine
(SUB_B), the result deemed valid, and

calculating said respective per unit distance d,, dz to a
fault (FA, FB), at the fault locator via said first and
second subroutines (SUB_A, SUB_B), by utilizing
three phase currents synchronized measurements from
bothterminals (A, B) and a three phase voltage measure-
ments from one terminal (A) received by the fault loca-
tor from one or more measurement instruments measur-
ing said transmission line,

40 wherein said first subroutine (SUB_A) performs the steps of:

determining symmetrical current and voltage components
(Lars Lizs Lios 151, Isos Lsos Vi Vaz. V oso,) corresponding
to said three phase currents synchronized measurements
and to said three phase voltage measurements,

determining a fault loop voltage (V) as seen from termi-
nal A based on said corresponding symmetrical voltage
components (V,,, V5, V) and based on type of fault,

determining a fault loop current (I ,,,) as seen from terminal
A based on said corresponding symmetrical current
components (I,,,1,,,1,,) and based on type of fault,

determining a total fault current (I,) by using a general-
ized fault model:

30

35
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(eq. 6),
wherein az,, az,, az, are coeflicients related to type of fault
and wherein I, is determined as a sum of the ith sequence
components of currents from both ends (A, X) of said line
segment (LS1),
neglecting transmission line shunt capacitances, thus
obtaining

Ir=ardr+arlpo+arlr
55

60

T =Ly +ip; (eq. 8)

determining said per unit distance dr, based on said fault
loop voltage (V ), on said fault loop current (I,,) and
on said total fault current (I, ), and wherein said per unit
distance d, is determined by solving
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real(XAp) -imag(lp) — imag(XAp) -real(lp,) (eq. 10)

- real(ZlLAlAp) -imag(lp) — imag(ZILAlAp) -real(lp,) '

2. The method for locating a fault in a series-compensated
two-terminal power transmission line as claimed in claim 1,
wherein said first subroutine (SUB_A) further performs the
step of determining a fault resistance (Ry,) occurring on
transmission line segment (.S1) between said line end A and
said compensating bank and wherein said first subroutine
(SUB_A) is based on a generalized fault loop model:

VAp_dFAZ 1LAIAp—RFAIFA:0 (eq. 3)

where: V. 1, are fault loop voltage and current, respec-
tively; I, is the total fault current; Z,;, is the positive
sequence impedance of the line section A-X, X being a con-
nection point to said compensating bank of said transmission
line segment (LS1).

3. The method for locating a fault in a series-compensated
two-terminal power transmission line as claimed in claim 1,
wherein said first subroutine (SUB_A) further performs the
step of determining a fault resistance (R.,) occurring on
transmission line segment (.S1) between said line end A and
said compensating bank, and said second subroutine
(SUB_B) further performs the step of determining a fault
resistance (R,z) occurring on transmission line segment
(LS2) between said line end B and said compensating bank,
and wherein said step of locating said fault comprises said
software selecting results deemed valid by further using said
fault resistances (R, Rzz).

4. The method for locating a fault in a series-compensated
two-terminal power transmission line as claimed in claim 3,
wherein said step of said software locating said fault by
selecting comprises said software selecting among said dis-
tances to fault and said fault resistances (dz,, Rz,; dpg, Rep)
by rejecting distances to fault falling outside the section range
and/or by rejecting fault resistances having negative values.

5. The method for locating a fault in a series-compensated
two-terminal power transmission line as claimed in claim 3,
wherein said step of said software locating said fault by
selecting comprises analyzing circuit diagrams of a transmis-
sion network, comprising said series-compensated two-ter-
minal power transmission line, for negative-sequence.

6. The method for locating a fault in a series-compensated
two-terminal power transmission line as claimed in claim 3,
wherein said first subroutine (SUB_A) performs the further
step of:

determining said fault resistance (Ry,) by solving

real(XAp) - dFAreal(Z”_AlAp) (eq. 11)

real(I,)

Rea =

7. The method for locating a fault in a series-compensated
two-terminal power transmission line as claimed in claim 1,
wherein said type of fault comprises one of: phase-to-ground
fault, phase-to-phase fault, phase-to-phase-to-ground fault,
three phase symmetrical faults.

8. The method for locating a fault in a series-compensated
two-terminal power transmission line as claimed in claim 1,
wherein said second subroutine (SUB_B) performs the steps
of:

analytically transferring voltage signals and current signals

from said line end A towards said compensating bank,
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transferring voltage drops across said compensating bank
by subtracting voltage drops across said compensating
bank utilizing fundamental frequency equivalenting,
whereby the above steps provide two-end current signals
5 and one-end voltage signals as input signals to said
subroutine (SUB_B).

9. The method for locating a fault in a series-compensated
two-terminal power transmission line as claimed in claim 8,
wherein said step of transferring voltage signals from said

10 line end A towards said compensating bank, provides:

Vx=V4i cos h(y,dscl)-Z1Lqy sin h(y,dscd) (eq. 12a)
Vo=V cos h(¥1dscl)~Zo1Leo sin h(Y,1dscl) (eq. 12b)
15 .
Vo=V 40 €08 h(Yodscl)~ZooLao sin h(Yodscl) (eq. 12¢)
where:

Z..=VZ, 7Y, is the surge impedance of the line for the
positive- and negative-sequence;
20 y,=/Z,, Y, is the propagation constant of the line for the
positive- and negative-sequence;
7c0=/Z,, 7Y, is the surge impedance of the line for the
Zero-sequence;
vo=VZ, ¥, is the propagation constant of the line for the

2 Zero-sequence;
Z,;' is the impedance of the line for the positive- and
negative-sequence (£/km);
Y,,' is the admittance of the line for the positive- and
. negative-sequence (S/km);
Z,;' is the impedance of the line for the zero-sequence
(€/km);
Y,;' is the admittance of the line for the zero-sequence
(S/km), and
3 transferring of the ith symmetrical sequence current
from said line end A towards said compensating bank
give:
—sinh(y dscl)- V. (eq. 13a)
40 Iy = % +cos(zldscl)-,1A1
“cl
—sinh(y, dscl)- vV (eq. 13b)
Iy, = 127Az + cos(zldgcl) Ay
“cl
45 —sinh(y, dscl)- V (eq. 13c)
Iy = 7027AO + cos(zodgcl) T
“=c0
assuming no internal faults in said compensating bank,
50 whereby identical currents are obtained:
Iy =1y (eq. 14a)
Iyn=In (eq. 14b)
55
Iyo=Ix (eq. 14c)
determining phase currents the phases a, b, ¢ at point X,
being the connection point of said line segment (LS1)
to said compensating bank, as:
60
Iy o=Ixotln o (15a)
Iy =yt Iy +aly, (15b)
65 Iy Flhotaly+a®ly (15¢)

where: a=exp(j27/3) is a complex operator shifting by the
angle 2m/3.
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10. The method for locating a fault in a series-compensated
two-terminal power transmission line as claimed in claim 9,
wherein said step of transferring voltage drops across said
compensating bank comprises:

equivalenting said compensating bank for a fundamental

frequency and calculating said voltage drops by:

Y FPP=Zy (L Nk o (eq. 16a)
Y S P=Zy (L Ly s (eq. 16b)
Yy Sz (I NIy . (eq. 16¢)

where: Iy ., Iy ,, Iy . are phasors of the currents flowing
through said compensating bank,

determining sequence components of the above voltage
drops:
1 (eq. 17a)
SUB_B SUB_B SUB_B SUB_B
Yy, = §(¥v,a’ +aVy ™ +@2¥v,c’ )
1 (eq. 17b)
SUB_B SUB_B SUB_B SUB_B
V- 5(1 e A a VY v avy )
1 (eq. 17¢)
SUB_B SUB_B SUB_B SUB_B
Vyo §(¥v,a’ +Vy T+ Yy )

utilizing equations (12a-12c) and (17a-17¢) for obtaining

Yo=Y~V * %7 (eq. 18a)
L (eq. 18b)
ZYOZZXO_ZVOSUBJ (eq. 18c)

utilizing said equivalenting of said compensating bank (2),
giving a generalised fault loop model:

(eq. 19)

where: Vi, is the fault loop voltage based on fault type,
obtained by subtracting said voltage drop across said second
line segment (L.S2) from a connection point Y, connecting
said second line segment (1.S2) to said compensating bank, to
fault point (FB) of said second line segment (LS2), R is the
fault path resistance, I is the total fault current,

expressing said transferred fault loop voltage as:

VFBp_RFBIFB:()

(eq. 20)
where: a,, a,, a, are weighting coefficients dependent on fault
t}/peS

applying a distributed parameter line model, for determin-

ing the symmetrical components of voltages from (eq.
20):

Visp=a,VEp1+a2VEpataoVrpo

Vep1=Vy cos h(y,(1-ds)l(1-dpp))—Z. Iy sin h

(1 (1-dsc)i(1-drp)) (eq. 21a)
Vepo=Vy» cos h(y,(1-ds)l(1-dpp))-Z. Iy sin h

@1 (1-dsc)i(1-drp)) (eq. 21b)
Vepo=Vyo cos h(Yo(1-ds)l(1-drp))~Zeolyo sin h

o(1-dsc)i(1-drp)) (eq. 210)

where: Vy,, V., Vy, are symmetrical components of voltage
at said point Y, determined in (eq. 18a)-(eq. 18¢); Iy, I35, 1o
are symmetrical components of current at said pointY, deter-
mined in (eq. 14a)-(eq. 14¢); d5 is the per unit distance from
line end B to fault (FB),

expressing the total fault current (I,.5):

Irp=arIrp1+amlrpo+arolrpo (eq. 22)
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where: a.,, ax,, a5 are share coefficients, dependent on fault
type
deriving, based on a distributed parameter model of the
faulted transmission line, the following formula for the
i-th symmetrical component of the total fault current:

M.

i

(eq. 23)
Lpg; =

where:

Vyi . (eq. 23a)
M, =1, + ly‘.cosh(zl(l - dsc)l) - Z—ysmh(zl(l - dsc)l)
el

where: i=1: positive-sequence or i=2: negative-sequence,
obtains the total fault current as:

ap M| +apM, (eq. 24)

lFB -

where: M, M, are quantities defined in (eq. 23a),
substituting the above total fault current into the genera-
lised fault loop model (eq. 19):

ap My +apM, (eq. 25)
Vig,~Rp—F————— =
4 coshly, (1 - dsc)ldgg
determining said per unit distance d-z by solving
Vipyreos k(Y1 (1-dsc)ldrp)-Rpp(@p M+ M>)=0 (eq. 26).

11. The method for locating a fault in a series-compensated
two-terminal power transmission line as claimed in claim 10,
wherein the equation (eq. 26) is resolved into the real and the
imaginary part, and solved by an iterative numerical method,
such as Newton-Raphsons method, utilizing the starting
points given by:

P ) real(Myp) -imag(M?z) - imag(Xyp) -real(M?z) (eq. 31)
B real(( - dse)Zy Iy, )-imag M) -
imag((1 - dsc)Z,, 1y, real(M{,)
and
o reallVy)-(1 — dpp)real((1 —dgc)ZlLlyp) (eq. 32)

B real(M9,) ’

12. The method for locating a fault in a series-compensated
two-terminal power transmission line as claimed in claim 1,
wherein said result deemed valid is determined by rejecting
results having negative fault resistance value, and/or by
rejecting distance to fault values falling outside the respective
transmission line section ranges, and/or by determining
source impedances (Z,s°"%—, Z,¢5° ") and rejecting
results not having R-X character nor being close to actual
source impedance (7, ¢z).

13. The method for locating a fault in a series-compensated
two-terminal power transmission line as claimed in claim 12,
wherein said source impedance (Z, o°“®—) is obtained by
deriving a negative-sequence voltage at said fault point (FA)

as seen from both terminals (A, B) as:
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ZFAzA =Vir-drsZizale (eq. 33)
ZFAzB:—/ZlLB"'(1—dFA)ZlLA]!Bz‘leB!Bz—ZVQSUB‘A (eq. 34)

where: V.Y~ is the negative-sequence of voltage drop
across the compensating bank determined from phasors of
these voltage drops in particular phases a, b, ¢: V,, S7%~(|
L o) Vi 771 4)), Vi P77 (115 D), said source
impedance thereafter being obtained by:

-Vt ~ Vi +draZypady, - (eq. 35)
215+ =dpa)Z 4y

182

UB_A
leSB’ =

14. The method for locating a fault in a series-compensated
two-terminal power transmission line as claimed in claim 12,
wherein said source impedance Z, ;°“?—* is obtained by
deriving a negative-sequence voltage at said fault point (FB)
as seen from both terminals (A, B) as:

Yo" =V o= [Z11.4+(1~drp) 2116/ V i P2

SUB_B
Vi

(eq. 36)

where: is the negative-sequence of voltage drop
across said compensating bank determined from phasors of
these voltage drops in particular phases a, b, ¢: V., S7%-5(
L D Vy 577201, D, Yy S52(L,LD

V= (dppZi15+Z158) 50 (eq. 37)
said source impedance thereafter being obtained by:
-y - Yoy —drsZy gl + (eq. 38)

24+ —dr)Z 5l 4,

182

UB_B
leSB’ =

15. A transmission line system comprising a series-com-
pensated two-terminal power transmission line having a
length 1 and comprising a first terminal A and a second ter-
minal B, and further comprising a compensating bank for
providing series-compensation to said transmission line, said
compensating bank being located between said terminals (A,
B) at a per unit distance dg from said terminal A and at a per
unit distance 1-dg. from said terminal B, wherein dg. and
1-ds - are per unit distances of the length 1, said transmission
line being protected at each transmission line terminal (A, B)
by a respective fault locator, a first fault locator being
arranged at transmission line terminal A, and a second fault
locator being arranged at transmission line terminal B, each
fault locator comprising means for performing a method of
locating a fault in the series-compensated two-terminal power
transmission line, the method including the steps of:

determining, by means of a first subroutine (SUB_A), a per

unit distance d, to a fault (FA) occurring on a transmis-
sion line segment (I.S1) between said terminal A and
said compensating bank, said line segment (L.S1) having
said per unit distance d ., wherein said per unit distance
dg, is related to dg.l, further relating said per unit dis-
tance d, to said transmission line length 1 by

(eq. 1),

determining, by means of a second subroutine (SUB_B), a
per unit distance dzz to a fault (FB) occurring on a
transmission line segment (1.S2) between said terminal
B and said compensating bank, said line segment (L.S2)
having said per unit distance 1-dg., wherein said per

d4=dpsdsc
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unit distance dz is related to ((1-3-)1), further relating
said perunit distance d to said transmission line length
1 by

dg=dpg(1-dsc) (eq. 2),

locating said fault by selecting, among the result dg,
obtained from said first subroutine (SUB_) and the result
dg5 obtained from said second subroutine (SUB_B), the
result deemed valid, and
wherein said first and second subroutines (SUB_A,
SUB_B) utilize three phase currents synchronized mea-
surements from both terminals (A, B) and a three phase
voltage measurements from one terminal (A) for deter-
mining said respective per unit distance dr,, dzz to a
fault (FA, FB),
wherein said first subroutine (SUB_A) performs the steps
of:
determining symmetrical current and voltage compo-
nents (L;, Lys. Lios 151, Iszs Lnos Vars Vo, Vo)) cor-
responding to said three phase currents synchronized
measurements and to said three phase voltage mea-
surements,
determining a fault loop voltage (V) as seen from
terminal A based on said corresponding symmetrical
voltage components (V,;, V,,, Vo) and based on
type of fault,
determining a fault loop current (I,,) as seen from ter-
minal A based on said corresponding symmetrical
current components (1,,, 1,5, 1,,) and based on type
of fault,
determining a total fault current (I-,) by using a gener-
alized fault model:

(eq. 6)

wherein az,, az,, az, are coefficients related to type of
fault and wherein I, is determined as a sum ofthe ith
sequence components of currents from both ends (A,
X) of said line segment (LS1),

neglecting transmission line shunt capacitances, thus
obtaining

Ir=ardr+arlpo+arlr

T =Ly +ip; (eq. 8)

determining said per unit distance d, based on said fault
loop voltage (V ), onsaid fault loop current (I ,,,) and
on said total fault current (I, ), wherein said per unit
distance d, is determined by solving

real(V ,p)-imag(lp,) —imag(V ,p) -real(lp,) (eq. 10)

" real(Zy;,) - imag(l ) ~ imag(Zy; 41 4p) -reallls,)’

FA

wherein said result deemed valid is determined by rejecting
results having negative fault resistance value, and/or by
rejecting distance to fault values falling outside the
respective transmission line section ranges, and/or by
determining  source  impedances  (Z, """,
Z,5°Y%?) and rejecting results not having R-X char-
acter nor being close to actual source impedance (7, s5),

wherein said source impedance Z, .;°“®—% is obtained by
deriving a negative-sequence voltage at said fault point
(FB) as seen from both terminals (A, B) as:

ZFBzA :Z42_/ZILA+(1_dFB)ZlLB]LQ_ZV?SUBJ (eq. 36)
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where: V,,°Y2—7 is the negative-sequence of voltage drop
across said compensating bank determined from phasors of
these voltage drops in particular phases a, b, ¢: V,, *%%—%
(LD, Vi (L0, Vi SPPP0L, D)

ZFBzA:_(dFBZILB+ZISB)!Bz (eq. 37)
said source impedance thereafter being obtained by:
SUB_B
Yy2 " =V, —drpZy plgy + (eq. 38)

[Z)14+ (1 =drp)Z 15l 4,

182

UB_B
Zfss’ =

wherein said fault locators are arranged to detect faults in
accordance with:

locating faults on the transmission line segment (LS1)
between said terminal A and said compensating bank by
said first subroutine (SUB_A) of the first fault locator
arranged at terminal A, and by a third subroutine
(SUB_AA) of the second fault locator arranged at ter-
minal B, said third subroutine (SUB_AA) locating faults
in a manner corresponding to said second subroutine
(SUB_B), and

10
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locating faults on the transmission line segment (L.S2)
between said terminal B and said compensating bank by
said second subroutine (SUB_B) of the second fault
locator arranged at terminal B, and by a fourth subrou-
tine (SUB_BB) of the second fault locator arranged at
terminal B, said fourth subroutine (SUB_BB) locating
faults in a manner corresponding to said first subroutine
(SUB_A).

16. The transmission line system as claimed in claim 15,
comprising means for identifying on which line segment
(LS1, LS2) said fault is located, and wherein distance to fault
results from said first subroutine are selected for faults on said
first line segment (L.S1) and wherein distance to fault results
from said fourth subroutine are selected for faults on said
second line segment (LS2).

17. A device for locating a fault in a series-compensated
two-terminal power transmission line comprising a process-
ing unit, wherein said that processing unit is arranged to carry
out the method as claimed in claim 1.

18. The device as claimed in claim 17, wherein said device
comprises a current differential relay for protecting said
transmission line.



